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Stock Jaw Box
No. Width Qty
45234 175mm – 
45235 225mm – 

WWV/L 
QUICK RELEASE WOODWORKING 
BENCH VICES
Robust, close grain cast iron woodworking bench vice 
fi tted with quick release mechanism to allow jaw to slide 
freely along the buttress thread screw. When used with 
a bench stop, larger workpieces can be held using the 
adjustable front dog. Carton packed.
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Stock Box
No. Qty
35481 – 

ANV 
4.5kg ANVIL
Single bick cast iron anvil, bolt down pattern. Grey cast 
iron. Oblong working surface 120 x 65mm. Display 
carton.
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Stock Jaw Jaw Box
No. Width Opening Qty
40390 70mm 67mm – 

DPV70/B 
‘QUICK ACTION’ DRILL PRESS VICE
Manufactured from cast aluminium with hardened jaws. 
‘Quick action’ release at rear of vice allows jaws to be 
opened quickly. Display carton.
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END SIDE FLAT

Stock Jaw Jaw Box
No. Width Opening Qty
64585 85mm 100mm – 

DPV100/3 
3 WAY DRILL PRESS VICE
Quality cast iron body with three accurately ground cast iron mounting surfaces for drilling holes at 90°. 
Precision ground jaws. Carton packed.
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3 WAY DRILL PRESS VICE

Stock Jaw Box
No. Opening Qty
45233 130mm – 

1708/L 
150mm WOODWORKING VICE
Universal bench vice is ideal for the home workshop. 
Cast iron frame with plated steel screw and slide bars. 
Carton packed.
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