n A1/EXP/G

PROFESSIONAL PISTOL-TYPE GREASE GUN
Expert Quality, with diecast head and port for air
bleeder/bulk loader for single handed operation. Supplied
with coupler and 230mm high pressure hose to DIN1283.
Suitable for 400g cartridge or bulk fill. Safe working
pressure 40MPa (5800 psi). Display carton.

Stock

No.

47811

n A4/G
500CC HEAVY DUTY LEVER GREASE GUN

For bulk loading with stiff, medium or heavy grease for
agricultural, automotive or industrial applications. Heavy
duty spring, plunger assembly and air release valve.
Complete with delivery tube and hydraulic connector.
Side lever action. Suitable for 4009 cartridge, suction
and bulk loading. Safe working pressure 62Mpa (9000
psi). Threaded 1/8" BSPT. Display carton.

Stock
No.

47809

A5/G
500CC OIL SUCTION GUN

For use on vehicles and machinery such as gearboxes,
axles, etc. Supplied with flexible delivery tube 10mm
bore. Display carton.

Stock
No.

47812

a GGU

GREASE NIPPLE UNBLOCKER

Expert Quality, designed to be tapped with a hammer, which forces either paraffin or a light

a A1/G
500CC HEAVY DUTY
PISTOL TYPE GREASE GUN

Heavy duty diecast head with port for air bleeder/bulk
loader for single handed operation. Coupler and rigid
extension tube. Suitable for 400g cartridge or bulk fill.

Safe working pressure 34MPa (5000 psi). Display carton.

Stock
No.

47813

B A3/G
500CC LEVER GREASE GUN

Heavy duty spring and plunger assembly, complete with
delivery tube and hydraulic connector. Side lever action.
Suitable for 400g grease cartridge loading. Safe working
pressure 40MPa (6000 psi). Threaded 1/8" BSPT.
Display carton.

Stock
No.

47814

(8 I
100CC MINI DOUBLE ACTION GREASE GUN

Useful tool for greasing garden machinery, recreational
and automotive vehicles. Display packed.

Stock
No. Length
34400 220mm

viscosity oil through the tool into the grease nipple, enabling the penetration of the clogged
grease fitting. Manufactured from heavy-duty steel with a built-in hand guard and a flexible hose
attachment for reaching fittings in difficult areas. Can be used with the flexible connection attached

or straight onto a grease nipple. Supplied with two spare plunger seals. w

Stock
No.

16155

LUBRICATION

a A2/G
130CC PISTOL-TYPE GREASE GUN

Zinc plated body with spring primed piston and air
release valve complete with delivery tube and hydraulic
connector. Safe working pressure 24MPa (4350 psi).
Threaded 1/8" BSPT. Display carton.

Stock

No.

47810

ﬂ A7/G

500CC GREASE GUN

Lever action gun for use with standard 400g grease
gun cartridges and bulk. Supplied with delivery tube,
connector with 1/8" BSPT thread and pressure relief
valve. Safe working pressure 55MPa (8000psi).
Display carton.

Stock
No.

47807

PRODUCT LOCATOR

Air Grease Guns are available, see page 300 in
section 5 for further details.




