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Stock Blade Blade Box
No. Tip Length Qty
35176 5.5mm 75mm 12 
35181 6.5mm 100mm 12 
35183 6.5mm 150mm 12 
35184 8mm 200mm 6 
35186 10mm 250mm 6 

996/PT 
‘POUND THRU’ PLAIN SLOT SOFT 
GRIP SCREWDRIVERS
Expert Quality, screwdrivers with hardened SVCM 
satin chrome plated hexagonal blades. Attached to a 
soft grip, oil and solvent resistant handle with integrated 
toughened ‘Pound Thru’ metal cap designed for receiving 
hammer blows. Display packed.
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Stock Blade Blade Box
No. Tip Length Qty
35210 No: 1 75mm 12 
35223 No: 2 100mm 12 
35225 No: 3 150mm 6 
63595 No: 2 250mm – 

996CS/PT 
‘POUND THRU’ CROSS SLOT SOFT 
GRIP SCREWDRIVERS
Expert Quality, screwdrivers with hardened SVCM+ 
satin chrome plated hexagonal blades. Attached to a 
soft grip, oil and solvent resistant handle with integrated 
toughened ‘Pound Thru’ metal cap designed for receiving 
hammer blows. Display packed.
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Stock Blade Blade Box
No. Tip Length Qty
35227 No: 1 75mm 12 
35230 No: 2 100mm 12 
35232 No: 3 150mm 6 
63596 No: 2 250mm – 

996PZ/PT 
‘POUND THRU’ PZ TYPE SOFT 
GRIP SCREWDRIVERS
PZ TYPE products are compatible with 
*Pozidriv®/Supadriv® fi xing systems

Expert Quality, screwdrivers with hardened SVCM+ 
satin chrome plated hexagonal blades. Attached to a 
soft grip, oil and solvent resistant handle with integrated 
toughened ‘Pound Thru’ metal cap designed for receiving 
hammer blows. Display packed.

3

Stock Box
No. Qty
63590 – 

996/PT 
‘POUND THRU’ SOFT GRIP SCREWDRIVER SET (6 PIECE)
Expert Quality, screwdrivers with hardened SVCM+ satin chrome plated hexagonal 
blades. Attached to a soft grip, oil and solvent resistant handle with integrated 
toughened ‘Pound Thru’ metal cap designed for receiving hammer blows. Supplied in a 
PVC storage case. Display packed.
Contents:  •  Plain Slot; 5.5 x 75, 6.5 x 100mm •  Cross Slot; No.1 x 75, No.2 x 100mm
•  PZ Type; No.1 x 75, No.2 x 100mm
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996 HEAVY DUTY "POUND THRU" SCREWDRIVERS

A) “POUND-THRU” ROOTED CAP ALLOWS  
 STRIKING WITH A HAMMER
 These screwdrivers have “Pound-thru” 
 SVCM steel, one piece blades that continue  
 through the length of the handle, allowing the  
 screwdrivers to be tapped with a hammer during  
 use - particularly suited for removing stubborn or  

  partially rusted screws. 

B)  HEXAGONAL SECTION BLADES FOR EXTRA TORQUE
 The hexagonal section blades afford extra torque with the use of a  
 spanner when removing stubborn screws.

“DAVE SAYS” QUALITY 
MAKES THE DIFFERENCE

Hardened and tempered, 
hexagonal section blades

Sand blasted precision tips Ergonomic polypropylene & TPV rubber soft 
grip high torque handle

These screwdrivers 
feature rooted 
caps which allow 
the handles to 
be struck without 
causing damage

SVCM steel blades with satin chrome plated fi nish
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