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Stock  Box
No. Description Qty
88988 Detector – 
61837 Battery (PP3) 12 

DMSD 
COMBINED DISTANCE ESTIMATOR AND STUD 
DETECTOR WITH LASER POINTER
This handy instrument has an easy-to-read LCD display 
for measurements and audio function when studs in 
walls are detected. Built-in calculator works out areas, 
volumes, metre/feet conversions. Distance range 600mm 
to 15M (2 - 50ft). Detects studs up to 19mm. Laser class 
IIA pointer. Powered by a PP3 battery (sold separately). 
Display packed.
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Stock  Box
No. Description Qty
13818 Detector – 
61837 Battery (PP3) 12 

501G 
COMBINED METAL, VOLTAGE AND 
STUD DETECTOR
Detects live or dead electricity cables, metallic water 
pipes, nails and other metal objects and wood studs in 
partition walling which can be located without causing 
surface damage. Maximum depth penetration 27mm. 
Uses a PP3 size battery sold separately. A detailed 
instruction leafl et is enclosed with each tool. 
Display packed.
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Stock  Box
No. Description Qty
22230 Detector – 
61837 Battery (PP3) 12 

D389 
COMBINED LIVE WIRE, METAL AND 
STUD DETECTOR
Manufactured to IP52 Specifi cation
Expert Quality, Detects live and dead electricity cables, 
metallic water pipes, nails and wood studs in partition 
walling. Buzzer sounds when objects are located. 
Maximum depth penetration; live AC wires 75mm; metal 
75mm: wood 18mm; metal pipes 38mm and copper 
pipes 30mm. Uses a PP3 size battery (sold separately ). 
Display packed.
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Stock  Box
No. Description Qty
34873 Detector – 
61837 Battery (PP3) 12 

DD1B 
DAMP DETECTOR
Hand-held instrument for detecting rising and 
penetrating damp in foundation walls, fl oors and timbers. 
Also suitable for checking dryness of surfaces prior 
to papering or tiling and also that wood is dry before 
painting or varnishing. An audible signals detects the 
presence of damp and humidity. Uses a PP3 battery 
(sold separately). Display packed.
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Stock  Box
No. Description Qty
43618 Meter – 
55361 Spare LR44 Battery – 

MM100 
MOISTURE METER
Perfect for measuring water content in wood, plaster and concrete. The LCD display shows moisture content as 
a percentage. Also able to measure ambient room temperature. Battery included. Display packed.
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