ﬁ DP101
DIAGNOSTIC PROBE
Expert Quality, diagnostic
circuit and component
probe, used to reduce
diagnostic times in vehicle
electronic systems. Easy
to use, just hook-up to the
vehicle battery and you're
able to determine if a
circuit is positive, negative
or open. Capable of
continuity testing, conduct
positive or negative battery
current analysis, carry out
instant ground tests and
much more. Supplied with
2 x probe tips and
approximately 6 metres of cable and stored in a high
quality plastic storage case. Display packed.

Stock
No.

16422

a GPT/12-24V
GLOW PLUG TESTER 12-24V

Expert Quality, self-calibrating easy to use glow plug
tester, suitable for both steel and ceramic glow plugs.
Enables fast in-situ diagnosis of glow plug failure on 12V
and 24V DC diesel engines. Fitted with both audible
indicators and an LED indicator. These indicators
coupled with the backlit LCD display provide easy to
interpret and precise data. Fitted with a in-built reverse
polarity protection device. Display packed.

Stock

No.

74534

a BDT/M
BATTERY DIAGNOSTIC TOOL

Battery diagnostic tool, providing quick and easy
diagnostics on lead acid, AGM flat plate, AGM spiral, Gel
and EFB batteries. Fitted with a large backlit LCD screen.

Stock
No.

81164

DIAGNOSTICS

ﬁ FCR-100
FAULT CODE READER

For the interrogation of engine management systems
and the display and clearing of diagnostic trouble codes
(DTC'’s) in petrol, diesel and hybrid vehicles. Compatible
with all EOBD petrol 2001 and diesel 2004 onwards and
OBDII (US) 1996 onwards systems. Fitted with a large
backlit LCD screen able to display I/M readiness, VIN
recognition assisting with vehicle specific codes and is
Mode 6 compatible.

Stock
No.

81163

(5 Ve
TIMING BELT TENSION GAUGE

Expert Quality, used to measure and adjust the tension
of timing belts. Fitted with a micro-computer providing
exceptionally precise and accurate readings. The LED
screen displays a variety of standards and manufacturers
units and the visual and audible indicators assist the

user whilst adjusting the belt. Tension limits can be set
either manually or automatically and the tension limits,
measurements and calibration parameters can be stored
in the testers memory. NOTE: always check the vehicle
manufacturers instruction manual for the correct tolerances.
Supplied in robust plastic storage case. Display packed.

Stock
No.
53352

O ecrvr
EGR VALVE ACTIVATOR/TESTER

Expert Quality, EGR valve activator/tester. Used to
open the exhaust gas recirculation (EGR) valve when

in situ. Can be held in the open position to aid cleaning
carbon deposits, or switched from open/closed to check
operation. Supplied with a range of connectors to suit
most common vehicle valves. Operated by a 12V vehicle
supply capable of a continuous open/close cycle every
90 seconds.

Stock
No.

66248

TWO & THREE
WIRE TEST LEADS

RETRACTABLE TEST LEADS

Expert Quality, retractable test lead set that permits
isolation of electrical circuits when diagnosing electrical
faults etc. Each different coloured wire has soldered and
crimped terminated ends attached with steel crocodile
clips and protective sleeves. Simply wind back into the
housing after use. Display packed.

Stock  Part

No. No. Length Wires
64764 TLR2/10 10ft 2
64766 TLR2/30 30ft 2
64761 TLR3/10 10ft 3
64763 TLR3/20 20ft 3




