EYEBOLTS

Shoulder Pattern

Forged - Carbon Steel - Galvanized

Galvanized Eyebolts

Center of  Approx. -

Shank .D. Overall Eye Weight 4
Length Length to Shdr. per 5‘;‘;.9:
B E F Piece Marking
88708 1/4-20 1 34 1316 23/s 3/ 0.04 650 Shank | /
88710 516-18 118 78 1716 213416 1516 0.09 1,200 Diameter N —
88712 3/8-16 114 1 116 3932 118 0.17 1,550 Marking T
88714 The-14 13/8 1116 11346 3%e 114 0.24 2,000
88716 1/2-13 112 13/16 21/8 331/32 13/8 0.38 2,600 F
88718 %6-12 158 114 256 412 1%e 0.51 3,200 E
88720 /8-11 13/a 13/8 2%e 43/4 121/32 0.71 5,200
88724 3/4-10 2 112 213/16 514 113416 0.99 7,200
88728 7/8-9 21/ 116 3346 531/32 21/8 148 10,600
88740 114-7 3 23/16 4716 8732 21546 440 21,000
Dimensions in Inches
Weights in Pounds
Note: Rated capacity is for 0° vertical pulls. Never apply loads greater than Rated Capacity to any eyebolt. \

Proof tested in accordance with ASTM A489 and Federal Spec. ANSI B18.15. -
Traceability and Mechanical test values are available with each shipment upon request.

Metric Eyebolts

Shoulder Pattern

Thread Size Shank Overall  Approx. Rated Forged - Carbon Steel - Self Colored
ISO-Course-6G  Length Length Weight per  Capacity
Part No. A B C E Piece kgs / Ibs.
BS6M  M6x1.0 254 19 30 60.3 0.06 210/ 462 _ = D >
BS7M M7x1.0 28.5 22 36.5 .4 0.10 370/ 814 \ |
BS8M M8x1.25 31.7 25 43 82.5 017 500/ 1,110
BS1OM  M10x1.5 35.0 27 46 90.5 0.24 740/ 1,628 i
BS12M  M12x1.75 38.0 30 54 100.8 0.36 1,030/ 2,266 [
BS14M  M14x2.0 445 35 65 120.7 0.48 1,600 / 3,520
BS16M  M16x2.0 44.5 35 65 120.7 0.69 1,600 / 3,520 =
[ BS18M  M18x2.5 51.0 38 71.5 133.3 1.10 2,140 / 4,708
BS20M  M20x2.5 570 4 81 152.4 1.51 2,860/ 6,292
BS24M  M24x3.0 63.5 44 90.4 168.3 2.36 3,850/ 8,470 fr—
BS27M  M27x3.0 70.0 51 103 191.3 34 5,200 / 11,440 E
BS30M  M30x3.5 76.0 55 112.7 208.8 4.68 6,400 / 14,080 —
BS36M  M36x4.0 89.0 63 131.8 240.5 777 8,970/ 19,734 ==
BS42M  M42x4.5 95.0 73 152.4 274.7 1110 11,960 / 26,312
BS45M  M45x4.5 95.0 73 152.4 274.7 11.35 12,720/ 27,984
BS48M  M48x5.0 101.6 82 174.6 301.6 15.90 16,400 / 36,080
BS52M  M52x5.0 101.6 82 174.6 301.6 16.70 17,300 / 38,060
Dimensions in Millimetres
Note: Rated capacity is for 0° vertical pulls. Never apply loads greater than Rated Capacity to any eyebolt.
Proof tested in accordance with ASTM A489 and Federal Spec. ANSI B18.15.
Traceability and Mechanical test values are available with each shipment upon request.




