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Pullers, Reversible Twin Leg
- forged
- galvanized zinc

Item # Description
7713 Puller, Reversible Twin Leg, 75 mm
7714 Puller, Reversible Twin Leg, 100 mm
7716 Puller, Reversible Twin Leg, 150 mm
7718 Puller, Reversible Twin Leg, 200 mm

Pullers, Reversible Triple Leg
- forged
- galvanized zinc

Item # Description
7723 Puller, Reversible triple Leg, 75 mm
7724 Puller, Reversible triple Leg, 100 mm
7726 Puller, Reversible triple Leg, 150 mm
7728 Puller, Reversible triple Leg, 200 mm

Internal / External Puller, 2-arm + 3-arm use
- can be used with 2 or 3 arms
- clamping width: 76-102 mm (Art. 7790) / 76-178 mm (Art. 7791)
- clamping depth up to 100 mm (Art. 7790) /  up to 180 mm (Art. 7791)

Item # Description
7790 Internal / External Puller, 2-arm + 3-arm use, 76-102 mm, 100 mm deep
7791 Internal / External Puller, 2-arm + 3-arm use, 76-178 mm, 180 mm deep

Parallel Puller, 90x100 mm, fine thread
- forged carbon steel
- mechanic puller with standard hooks
- parallel puller hooks in every working position
- can be used for inside and outside pulling via
  detachable and adjustable puller hooks
- jaw depth 100 mm
- jaw width 90 mm
- outer jaw width 70- 140 mm
- 17 mm drive
- weight 1055 g
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