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Air Body Jigsaw
- strokes per min.: max. 9000
- sawing depth 4 cm
- 2 saw blades included
- working pressure: 6.3 Bar (90 PSI)
- air inlet: 1/4"
- air consuption: 51 l/min (1.8 CFM)
- weight: 0.65 Kg
- noise level: LpA = 88.15 dB (A), LwA = 99.15 dB (A)
- vibration level: ahd = 15.06 m/s², K = 1.99 m/s²
- hose inner diameter: (recommended) 10 mm (3/8")

Item #
3260-1

Air Nibbler / Shear for Metall Sheets
- for cutting metal sheets up to 1.2 mm thickness
- cutting speed: 3200 cuts/min
- air pressure: 6.2 bar (90 psi)
- average air consumption: 4 cfm (113 l/min)
- air inlet: 1/4"
- noise level: LpA: 79 dB(A) KpA: 3 dB(A)
                     LwA: 90 dB(A) KwA: 3 dB(A)
- vibration: 4.2 m/s² / K: 1.5 m/s²

Item #
8956

Air Belt Grinder for 10 mm Sanding Belts
- for grinding of small surfaces, cleaning of brake
  calipers when replacing the brake pads, etc.
- universally adjustable angle of incliniation
- abrasive belt size: 330 x 10 mm
- max. speed: 20000 rpm
- air consumption: 400 l/min
- working pressure: 6.3 bar
- air inlet: 1/4"
- weight: 1.2 kg
- dimension: 310 x 85 x 50 mm
- noise level:
  LpA: = 93 dB(A) / LwA: = 104 dg(A)
- vibration level: ahd = 4.8 m/s²

Item # Description
8853 Air Belt Grinder for 10 mm Sanding Belts
8853-1 Sanding Belt 10 mm x 330 mm, 12 pcs., suitable for BGS 8853

Air Blow Gun with Venturi Nozzle
- high air flow at low air consumption
- working pressure: 10,3 - 15 bar
- air flow: 1200 l/min at 15 bar
- air consumption: 475 l/min
- air inlet: 1/4"

Item #
8982
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