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Pneumatic Hose Drum | 30 m

e manual rewinding using crank mechanism

® PVC mesh hose

e connecting hose length: 1 m

e both sides of hose with 6.3 mm (1/4") thread
e outside diameter: 12 mm

e internal diameter: 8 mm

e max. operating pressure 20 bar

¢ hose length: 30 m
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Retractable Air Hose Reel | Automatic | 10 m

e with automatic reel stop, can be unlocked by briefly pulling the hose
e swivel holder

e for wall mounting, with mounting bracket
¢ hose length 10 m (+ 1.5 m feed line)

e max pressure: 20 bar (300 psi)

e hose material: pvc fabric

e outside diameter: 12 mm

e internal diameter: 8 mm

e compressed air connection: 6.3 mm (1/4")
e max. operating pressure 20 bar

¢ hose length: 10 m
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Retractable Air Hose Reel | Automatic | 15 m

e with automatic reel stop, can be unlocked by briefly pulling the hose
e swivel holder

e for wall mounting, with mounting bracket

e max pressure: 20 bar (300 psi)

¢ hose material: pvc fabric

e outside diameter: 18 mm

e internal diameter: 12 mm

e compressed air connection: 6.3 mm (1/4")

® max. operating pressure 20 bar

e hose length: 15 m
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