2019/2020

Claw for Car Body Alignment | 90° angled | 40 mm | one pulling direction | max. 2 to.

¢ no twisting by safety device

e claw type: 90° angled

e claw width: 40 mm

e clamping depth: 28 mm

e fixed eyelet

® (25 x 35) x 50 mm eyelet opening
e length: 165 mm

Item #
2907

Body Repair Set | 7 pcs.

¢ heavy duty hickory handles
¢ 3 panel beating hammers
e 4 panel irons

Item # Description

1672 Body Repair Set | 7 pcs.
[ 1672-1 | Body Hammer | round, flat Head / tip, tapered fin l
1672-2 | Body Hammer | round, flat Head / square, flat Head
1672-3 | Body Hammer | round, flat Head / straight, horizontal fin
1672-4 | Hand Anvil | wedge shape | curved
1672-5 | Hand Anvil | ledge shape
1672-6 | Hand Anvil | small radius
1672-7 | Hand Anvil | large radius
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Ball Pein Hammers

10119

e special dent removal head shape
e fibre glass shaft
e with rounded cross and rounded peen

Item # Description

3870 Ball Pein Hammer | 225 g
3871 Ball Pein Hammer | 450 g
3872 Ball Pein Hammer | 700 g
3873 Ball Pein Hammer | 900 g

Bumping Hammer | 225 g

e for removing dents without distortion
e 3-piece hammer face, flexible

e material handle: wood

* head weight: 225 g
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Item #
1676
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